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NAS NORTH ISLAND CA//WEPS//
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NAS KEFLAVIK IC//WEPS//

NAF MISAWA JA//WEPS//

NAVMAG PEARL HARBOR

INFO PEOASWASM PATUXENT RIVER MD//PMA264B//

COMPATRECONFORPAC KANEOHE BAY HI

COMPATRECONFORLANT NORFOLK VA

COMPATRECONWING ELEVEN JACKSONVILLE FL

COMPATRECONWING FIVE BRUNSWICK ME

COMPATRECONWING TEN WHIDBEY ISLAND WA

COMPATRECONWING ONE KAMI SEYA JA
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UNCLAS //N13264//

MSGID/GENADMIN/NAVSURFWARCENDIV CRANE IN/GW002/NOV//

SUBJ/INSPECTION OF AN-SSQ-110A NALC 8W80 AND 8W81 BUOYS PRIOR TO

/TRANSPORT TO THE RED LABEL AREA FOR AIRCRAFT LOADING//

POC/<NAME>/APML/NSWC CRANE CODE 6074/LOC:CRANE INDIANA

/TEL:DSN 482-3577//

RMKS/1. NAVSURFWARCENDIV CRANE (6074) IS THE COGNIZANT FIELD

ACTIVITY FOR SONOBUOY LOGISTICS AND ENGINEERING MATTERS FOR THE

SONOBUOY PROGRAM MANAGER, PEOASWASM (PMA-264).

2.  THE AN/SSQ-110A SONOBUOY IS EQUIPPED WITH ELECTRONIC FUNCTION

SELECT (EFS) CIRCUITRY FOR PROGRAMMING THE BUOY RF CHANNEL PRIOR TO

DEPLOYMENT FROM NAVY ASW AIRCRAFT.  THE EFS IS POWERED BY SMALL

LITHIUM CELL BATTERIES OR BY ALKALINE BATTERIES.  THE AN/SSQ-110A

HAS A FIVE-YEAR SHELF LIFE.  UNITS APPROACHING THE FIVE-YEAR POINT

MAY HAVE EXHAUSTED EFS BATTERIES.  IF THE EFS BATTERY IS EXHAUSTED

THE SONOBUOY IS UNUSABLE AND MUST BE RECLASSIFIED AS MATERIAL

CONDITION CODE HOTEL FOR DISPOSAL.

3.  IN ORDER TO PRECLUDE A SITUATION WHERE THE WEAPONS DEPARTMENT

DELIVERS AN/SSQ-110A UNITS TO THE RED LABEL AREA FOR AIRCRAFT

LOADING THAT HAVE INOPERABLE EFS DUE TO BATTERY EXHAUSTION, THE

FOLLOWING STEP IS RECOMMENDED FOR INCLUSION IN THE WEAPONS

DEPARTMENT PROCESS FOR RED LABEL AREA DELIVERY OF AN/SSQ-110A UNITS:

A.  CHECK THE EFS FOR FUNCTIONALITY: DEPRESS THE RIGHT HAND BUTTON

ON THE EFS.  IN RESPONSE THE EFS SHOULD ILLUMINATE AND THE RED LED'S

SHOULD CYCLE THROUGH THE PRESET RF CHANNEL NUMBER (01 THRU 31).  IF

THE EFS DOES NOT ILLUMINATE, THE UNIT SHALL BE PLACED INTO MCC H FOR

DISPOSAL.

4.  THIS INSPECTION SHOULD TAKE PLACE PRIOR TO LOADING THE VEHICLE

FOR TRANSPORTATION TO THE RED LABEL AREA.  THE EFS WINDOW IS LOCATED

ON THE SIDE OF THE SONOBUOY LAUNCH CONTAINER (SLC) APPROXIMATELY

EIGHT INCHES FROM THE MUZZLE END OF THE SLC.  THE EFS IS A SOFT

PLASTIC WINDOW WITH TWO LED'S AND TWO BUTTONS UNDERNEATH THE LED'S.

THE RIGHT HAND BUTTON IS USED TO VERIFY THE SETTING AND THE LEFT

BUTTON IS USED TO SET THE RF CHANNEL.  THE EFS WILL FUNCTION THROUGH

50 SET/VERIFY CYCLES BEFORE EXHAUSTING THE BATTERY PER SPECIFICATION.

5.  NAVSURFWARCENDIV CRANE POC IS <NAME> AT COMM 812-854-3577,

DSN 482-3577, FAX 812-854-3573.///
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