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NARR/REF A IS A SERVICE LIFE EXTENSION FOR AN/SSQ-110 NALC 8W77.

REF B SETS INSPECTION PROCEDURES FOR AN/SSQ-110A NALC 8W80 AND 

8W81 BUOYS PRIOR TO AIRCRAFT LOADING//
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RMKS/1. PER REF A, AN EXTENSION WAS ISSUED FOR THE 8W77 AN/SSQ-110

TO TEN YEARS SERVICE LIFE. THE AN/SSQ-110 (8W77) HAS A FIXED RF

TRANSMITTER THAT DOES NOT REQUIRE THE USE OF ELECTRONIC FUNCTION

SELECT (EFS) CIRCUITRY.  THE 8W80 AND 8W81 AN/SSQ-110A SONOBUOYS

HAVE EFS.  THE ALKALINE BATTERY USED IN THE 8W80 AND 8W81 UNITS TO

SET THE EFS CIRCUITRY WILL PROBABLY ONLY LAST FIVE YEARS. NALC 8W80

AND 8W81 UNITS WILL PROBABLY NOT BE EXTENDED AND WILL EXPIRE IN 2002

AND 2003.

2. IT IS RECOMMENDED THAT FLEET ACTIVITIES HOLDING 8W80 AND 8W81

UNITS USE THESE UNITS PRIOR TO USING 8W77 UNITS. MOST 8W77 UNITS IN

THE STOCKPILE ARE AROUND 8.5 YEARS OF AGE AND, IF NOT EXTENDED, WILL

EXPIRE IN FY03. EVALUATION OF 8W77 UNITS WILL OCCUR THIS YEAR TO

EVALUATE THE APPLICABILITY OF FURTHER EXTENSION.  USE OF THE 8W80

AND 8W81 INSTEAD OF 8W77 UNITS WILL RESERVE 8W77 UNITS FOR POSSIBLE

EXTENSION AND USE WHEN THE SSQ-110A NALC'S EXPIRE DUE EFS BATTERY

EXHAUSTION.

3. PER REF B, ACTIVITIES ISSUING TO END USERS SHOULD CONDUCT EFS

CHECKS OF 8W80 AND 8W81 UNITS PRIOR TO AIRCRAFT DELIVERY.//
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